
J10K Flanged-end (double-acting type)

DWG No.

L3 type pneumatic actuated 3 way ball valve

REVISIONS

APPR'D

DESIGN

DATE
DRAWN

CHK'D

DATEMARK BY

K.Y

MODEL

SCALE
S.O

'18-02-02 NON

TITLE
H.F

L3-9*1TTG-TA9-EN

TADL39*1TTG

NIPPON  VALVE  CONTROLS, INC.

Size
[mm] d L D C n-h W N N1 H

Weight
[kg]

Cv
P1/P2 Actuator Sizing

code
25 25 160 125 90 4-19 170 82 36 224 7.2 40 TAD-050 0
40 40 180 140 105 4-19 204 95 38 228 11 100 TAD-063 0

50 51 200 155 120 4-19 204 95 38 235 14 170 TAD-063 0
240 116 45 310 17 TAD-080 2

65 65 240 175 140 4-19 240 116 45 281 22 240 TAD-080 0

80 76 260 185 150 8-19 240 116 45 289 26 380 TAD-080 0
294 143 57 320 28 TAD-100 2

100 100 330 210 175 8-19 294 143 57 344 40 680 TAD-100 0
366 150 60 369 43 TAD-125 2

125 122 370 250 210 8-23 366 150 60 387 59 1080 TAD-125 0
150 145 430 280 240 8-23 446 181 68 458 90 1620 TAD-160 0

No DESCRIPTION MATERIALS REQ'D REMARKS
1 Body SCS13A 1
2 Ball·Stem SCS13A 1
3 Seat R-PTFE 2
4 Packing PTFE 1
5 Bracket SCS13A 1
6 Joint SUS304 1
7 Actuator 1 TAD

MV-2683

TADL3901TTG-025
TADL3921TTG-050

Air to port A : Position 1 (P1)
Air to port B : Position 2 (P2)

NOTE
1) Air supply: 0.4 to 0.5Mpa.   Max 0.7Mpa.
2) Actuator operation

Position 2 (P2)Position 1 (P1)
Flow paths (Top views of valve)


