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Specifications 
Optional code “EX” (Standard Optional Code) 
Name Smart positioner 
Classification Installable pneumatic actuator (single-acting type): PSO, PSC, PLO, PLC  

 
 

Feature Smart positioner 
 

Manufacturer: SAMSON 
Type: 3725 

 
 

Operation mode  
Actuator Spring return 4mA 20mA Mode 

PSO, PLO SHUT SHUT OPEN C 
  OPEN SHUT D 

PSC, PLC OPEN SHUT OPEN E 
  OPEN SHUT T 

 
 

 
 
Product code 
MV series  PSO MV 9 0 5 UUP   - EX - C 
  PSO MV 9 0 5 UUP   - EX - D 
  PSC MV 9 0 5 UUP   - EX - E 
  PSC MV 9 0 5 UUP   - EX - T 
VR series   VR 9  1 UU    - EX -  
              
              
 

Pneumatic actuator Valve Sizing code Connection Materials Design Size Option Mode 
 
 
 
NS series  PLO NS 9 0 5 UUF    - EX - C 
  PLO NS 9 0 5 UUF    - EX - D 
  PLC NS 9 0 5 UUF    - EX - E 
  PLC NS 9 0 5 UUF    - EX - T 
               
               
 

Pneumatic actuator Valve Sizing code Connection Materials Cv value Characteristics Size Option Mode 
 
 
 
NH series  PLO NH 9 0 5 UUT   - EX - C 
  PLO NH 9 0 5 UUT   - EX - D 
  PLC NH 9 0 5 UUT   - EX - E 
  PLC NH 9 0 5 UUT   - EX - T 
NP series   NP 9 0 1 KKT   - EX -  
              
              
 

Pneumatic actuator Valve Sizing code Connection Materials Cv value Size Option Mode 
 
 
 


