
Specification
NIPPON VALVE CONTROLS,INC. 

“LB” (Standard Optional Code) 
LB type switch box 

F# SPC-OPLB-B-EN
Date December 11, 2020
N# SP-1415

Specification 
Code LB (Standard Optional Code)

Name LB type switch box

Model type TAD TAO TAC PND PSO PSC

Content The limit switch box is attached to the pneumatic actuator 

1. Datasheet:

Mfr.: OMRON
Mfr. #: SS-5GL2D

Approved Safety Standards Contact Specifications

Rated  
voltage

Resistive 
load

Inductive 
load

125 VAC 5A 3A

250 VAC 3A 2A

14 VDC 5A 4A

30 VDC 4A 3A

Material Silver

Inrush current NC 20 A max.

NO 10 A max.

Minimum applicable load 5 VDC 160 mA

2. Wiring 

SHUT LS
OPEN LS

3. Ambient temperature -20 to 65 °C
4. Enclosure IP65 (JIS C0920)
5. Conduct port G 1/2 Cable gland (for Φ6 to 12 mm cable)
6. Terminal block For bare wire 0.14 to 1.5 mm² (AWG 26 to 14)
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Actuator Valve Voltage Sizing code Connection Materials Valve size [mm] Option


