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20 20 | 150 | 100 | 75 |4-15| 128 | 68 36 | 146 3. 24 PND-04D 0
25 25 [ 170 | 125 | 90 |4-19| 128 | 68 | 36 | 143 5.8 40 PND-04D 0
40 40 | 200 | 140 | 105 |4-19| 157 | 82 | 44 | 164 9 100 PND-05D 0
50 50 | 230 | 155 | 120 [4-19| 157 | 82 | 44 | 173 12 170 PND-05D 0
NOTE
1) Air supply: 0.4 to 0.5 Mpa. Max 0.7 Mpa.
2) Actuator operation
Air to port A : Position 1 (P1).
Air to port B : Position 2 (P2).
3) Coupling OD must be less than 14.5¢.
Flow paths
Position 1 (P1) Position 2 (P2)
R — gl
C C
9 Actuator PPS body 1 PND
8 Bracket SCS13A 1
7 Joint SUS304 1
6 Joint SCS13A 1
5 Packing R-PTFE 1set
4 Stem SUS304 1
3 Seat R-PTFE 2
2 Ball SUS304/SCS13A 1
1 Body SCS13A 1
No| DESCRIPTION MATERIALS REQD | REMARKS
APPRD| K.Y TiTLE | 10K Flanged-end (double-acting type)
CHK'D KY TR type pneumatic actuated 3 way ball valve
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REVISIONS

MV-2987

€450 NIPPON VALVE CONTROLS, INC.




