Product 000 L3 9 0 1 T T G -0000-00 Code configuration (The contents are described in the specifications.)

e —— — — — — — — ——— —— @®Actuator model / @Valve model / @)Air code = 9 / @Sizing / ®Connection
®©® © ®® 6 6 0 ® ®Body material / @Ball material / ®Seat material / @ Size / @ Option
@size | 55 040 050 065 080 100 125 150
Category Type @®Actuator model (A)
@sizing 0 0 0 0 0 0 0 0
Double Port A pressure supply: Positionl
acting PND Port B pressure supply: Position2 iy 0D
Resin | Air-less Port pressure supply: Position2
Economy body P1 PSO Port exhaust: Position1 (Spring return) ot tzi
Air-less Port pressure supply: Position1
P2 | PSC |port exhaust: Position2 (Spring return)| ~ 92P Bt

Double Port A pressure supply: Positionl
acting TAD Port B pressure supply: Position2 L0 063 080 100 125 160
Aluminum | Air-less Port pressure supply: Position2
Standard body P1 TAO Port exhaust: Positionl (Spring return) 20 063 080 100 125 160
Air-less Port pressure supply: Position1
P2 | TAC |port exhaust: Position2 (Spring return)| ~ °°C I Uit L 125 18y



